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THREADED FLEXIBLE CONNECTOR
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QTY | PART NUMBER INCPIJIPE S'ZEMM A R/E.'ﬁlﬁséu(ﬁ'gl) W(EL'B%)HT INTERMITTENT LATERAL OFFSET
FSUT80050 1/2" 15 | 25-5/8" 300 2 +g"
FSUT80075 3/4" 20 | 281/2" 300 2 +g"
FSUT80100 E 25 | 30-3/8" 300 3 +g"
FSUT80125 1-1/4" 32 | 321/2 300 5 +g"
FSUT80150 1-1/2" 38 | 341/2" 300 6 +g"
FSUT80200 2 50 | 37-7/8" 300 7 +g"
FSUT80250 21/2" 65 | 42-1/8" 300 9 +g"
FSUT80300 3 80 | 43-1/4" 300 14 +g"
FSUT80400 4 100 | 47-3/4" 175 20 +g"

SUITABLE FOR USE IN DRY PIPE SYSTEMS

TEMPERATURES TO -40°F.

NSF 372 - LEAD FREE
The wetted surface of this product contacted
by consumable water contains less than one
quarter of one percent (0.25%) of lead by
weight. Material complies with state codes
and standards, where applicable, requiring
reduced lead content.
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